
Vertex Laser VL402
Size: 95 x 70 x 58 mm/ 3.7 x 2.7 x 2.3 Inch

Weight: 260 g, 9 oz (incl. battery)

Battery: 1 x CR 2 Lithium 3V

Consumption: 60mW

Temperature range: -15° to +45° C/ 5 F-113 F

Height: 0-999 m/y

Resolution height: 0.1 m/0.1 ft

Feet/meter: YES

Angles: -55° - 85° deg

Deg/Grad/%: YES

Resolution angle: 0.1deg

Accuracy angle: 0.1deg

Vertex Laser VL402 Ultrasound
Distance with ultrasound: 30 m/98 ft or better

With 360° adapter: 20 m/60 ft or better

Accuracy distance: 1% or better

Vertex aim: Aim point; 1 x magnification

Art.no Description

15-103-1008 Vertex Laser measuring unit VL402, BT 360 adapter, transpon-
der T3 & Plot Center Staff. 

15-103-1009 Vertex Laser measuring unit VL402 BT and transponder T3.

15-103-1010 Vertex Laser measuring unit VL402 BT.

15-103-1004 Tripod and adapter for VL402 and L402

15-103-1006 Tripod

15-103-1007 Adapter for VL402 and L402

15-104-1004 T3 Transponder

15-104-1005 Monopod/Plot Center Staff

15-104-1001 Adapter 360°  to use with Transponder T3

VL402 Vertex Laser
The Versatile Instrument with Hazard Tree assessment and other useful 
functions

The unique combination of laser and ultrasound 
in the VL402 offers a flexible solution for any type 
of measuring situation or terrain. This rugged and 
reliable device works for any height, distance and 
angle you need to know. When undergrowth is thick 
and sighting is poor – use the ultrasound. For longer 
distances and work in open terrain – use the laser. 

The ultrasonic method is ideal for measuring circular 
sample plots or reverse prism cruise with the built in basal 
area factors. The correct distance to the centre of the plot 
or the minimum required diameter is quickly displayed 
on the screen.  With the laser method it is easy to measure 
longer range distances and get tree height readings  where 
the line of sight is clear. Two sights improves measuring 
accuracy. One with 8x magnification for distant objects. A 
second with zero magnification and red illuminated cross 
hairs for closer range sighting and measuring tree heights 
in the woods. 

The VL402 includes integrated functions to measure 
power line sag and hazard trees! 
Important measuring routines can prevent accidents and 

save money and 
lives. With infrared or 
Bluetooth® transfer of 
measurements to your 
Digitech® Professional 
Caliper, the VL402 
easily integrates into 
the most efficient field 
data collecting system 
on the market.

The Vertex Laser instrument is excellent to measure radius in sample plots, 
and ensures a much more accurate result. With the built in BAF function 
you are able to be at the tree and determine its minimum diameter for 

inclusion into the point sample. The BAF function allows you to accurately 
point sample thick underbrush that you normally could not sample using a 

standard prism.
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