
Haglöf Electronic Clinometer HEC-R
Size: 20 x 63 x 44 mm / 0.8 x 2.5 x 1.7 inch

Weight: 50 g/1.8 oz  (incl. battery)

Battery: 1 x 1.5 AA alkaline

Temperature: Min -15° Max  45° C / Min 5 Max 113 F

Height: Min 0 Max 999 m/ft
Resolution: 
0.1 m/ft < 100m/ft or 1m/ft > 100m/ft

Angles: -55˚ to 85˚ deg
Resolution: 0.1˚ deg
Accuracy: +-0.2deg

Relascope functions: 0.5, 1, 2, 4 m2/Ha or 5, 10, 20, 40 Ft2/acre

Accurate height results from any known distance•	
Display eliminates calculation errors•	
Very low battery consumption•	
Light weight, reliable, rugged•	
Basal area featured in the display•	
Generic volume presentation based on input upper height •	
x 0.45 x basal area featured in display

Use the built-in basal area functions to count number of stems in 
your HEC-R, using one out of four basal area factors (0.5,1,2,4 m/ha2 or 
5,10,20,40ft2/acre). The HEC-R will automatically display a calculation 
of the basal area.One dominant tree height will be used to calculate 
volume/ha. Measure in m/deg; m/% or ft/deg, ft/% (factory set). 

HEC-R Basal Area 
Haglöf® Electronic Clinometer with Basal Area Functions

Art.no Description

15-102-1007-F/D Feet/Degrees

15-102-1007-F/P Feet/Percent

15-102-1007-M/D Meter/Degrees

15-102-1007-M/P Meter/Percent

C I Slope Meter 
Immediate Inclination Results

Make your work easier! Measure heights, count number of stems and 
instantly calculate the basal area and estimate the volume with the 
Haglöf HEC-R instrument.

The blue C I is the ideal instrument when you 
wish to measure slopes and inclination of trees, 
buildings, walls, caves, roads and more. Various 
field professionals will appreciate the simplicity 
and accuracy of the C I, for example: 

foresters •	
geologists•	
construction and building workers •	
planning and maintenance •	
golf course maintenance •	
parks and recreation areas•	
ski slopes and much more!•	

Haglöf C I Slope Measurer
Size: 20 x 63 x 44 mm / 0,8 x 2,5 x 1,7 inch

Weight: 50 g/1,8 oz  (incl. battery)

Battery: 1 x 1,5 AA alkaline. Warning when low.

Temperature: Min -15° Max  45° C / Min 5 Max 113 F

Display: LCD, Backlit

Summer: Yes

Consumption: 15mW

Measurement Specifications
Angles: -85˚ to 85˚ deg

Resolution: 0,1˚ deg Accuracy: +-0,2deg

Art.no Description

15-102-1012 Degrees

15-102-1012 Percent
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